
Standard sizes: 2- through 24-inches ... 
more sizes available.
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TDW designs and manufactures engineered 
systems to monitor, pig, tap, plug, inspect, and 
repair essential piping systems. TDW also provides
services for these core business components. 
In addition, TDW offers services such as in-line 
inspection, line freezing, leak detection, 
in-field welding, project management, pipeline 
maintenance consulting and a host of 
related activities.

T.D. Williamson, Inc.

www.tdwilliamson.com

email: info@tdwilliamson.com

North and South America

USA Sales & Service Office

Atlanta, GA

Baton Rouge, LA

Chicago, IL

Denver, CO

Houston, TX

Los Angeles, CA

Newark, DE

San Francisco, CA

Tulsa, OK

918-447-5000
888-839-6766
678-344-4055

225-272-3021

630-820-2500

719-649-8142

281-470-0791

562-986-5741

302-594-9880

925-372-7531

918-447-5570

Europe / Africa / Middle East
Sales & Service Offices

RUSSIA

ENGLAND

FRANCE

HUNGARY

CZECH REPUBLIC

GERMANY

POLAND

ITALY

BELGIUM

HOLLAND

UNITED ARAB EMIRATES

Asia/ Pacific 
Sales & Service Offices

INDIA

CHINA

SINGAPORE

AUSTRALIA 

(32) 67-28-36-11
(7095) 737-65-93

(44) 114-251-8060

(33) 388-19-72-38

(36) 1-463-5058

(42) 2-410-21-522

(49) 711-931-9611

(48) 22-625-72-09

(39-05) 239-52-129

(32) 67-28-36-11

(31) 79-422-556

(971) 4-337-35-06

(65) 6364-8520
(91) 265-222-6225

(86) 10-6524-5230

(65) 6364-8520

(61) 3-9481-9600

TDW Manufacturing Facilities

TDW Tulsa Manufacturing Plant  

TDW S.A. BELGIUM 

TDW (France) S.A. FRANCE

TDW Italiana S.R.L.

Pigging / Pipeline Surveys 

TDW Pigging Products  USA

TDW (U.K.) Limited  ENGLAND 

TDW Magpie Systems , Inc. UT

TDW Corporate Office 

918-447-5100 

(32) 67-28-36-11

(33) 388-19-72-38

(39-05) 239-52-129

918-447-5400

(44) 1793-603600

801-281-2226

918-447-5001
Latin America

Sales & Service Offices

MEXICO

VENEZUELA

BRAZIL

281-405-2642
(52) 55-5565-1622

(58) 241-838-9164

(55) 212-209-4015



T.D. Williamson, Inc. has added another product to our catalog -- the 
TDW Leak Repair Clamp.  Bolt it on temporarily or weld it on permanently,
the TDW Leak Repair Clamp is a solid, reliable solution that provides you 
the quick repair option with the TDW quality name. 

Permanent or temporary pipe leak repair for hydrocarbon, steam, petrochemical 
and cross-country pipelines.

Standard:
• Designed per section 5 and 12 of API 6H.

• Single piece molded seal fixed in wedge lock grooves for each half of clamp 
for peripheral and lateral sealing.

• Easily replaceable seal without special tools or grinding needed.

• Seal length: Standard 5-inches (2- to 12-inches); 8-inches (from 14-to 24-inches)

• Buna-N, Viton® and Neoprene optional seal materials.

• Temperature ranges from -20° F to 250° F for Buna-N seals; -20° F to 400° F for 
Viton seals; -20° F to 225° F for Neoprene seals.

• Hinge and rod assembly are provided on all clamps weighing more than 100 pounds.
• Lifting lugs are provided on clamp sizes 8-iches and larger for easy installation.

• Relief plug connection of 1/2-inch NPT.   

• Heat insulating cord (parallel to seal) facilitates welding of sleeves to pipe and 
protects seal.

• Hydrotesting at 1-1/2 times the design pressures at factory prior to shipping as per API 6H.

• High temperature and low temperature applications are available. Consult your factory representative 

Options:
• Special seal length available: Up to 30-inches with an overall length up to 40-inches. 

• Medium-yield steel, high-yield steel and other material available upon request.

The TDW Repair Clamp is a split sleeve, which fits around the damaged area of a pipeline and 
can be bolted and welded on the line.  The quick opening, hinged closure makes the repairs 
easier to conduct.  

For more information, call TDW at 918-447-5100, 888-839-6766 or e-mail info@tdwilliamson.com. 

Hinge & Rod Assembly

Lifting Hooks

Elastomer Seals

Heat Insulation Cords

Specification Plate

Relief Plug                                   

A p p l i c a t i o n s :

F e a t u r e s  &  B e n e f i t s :

Standard single relief plug assembly (00)
Additional relief plug assembly (01)
Sealant injection port/plug assembly (SI)
Epoxy painting (not recommended for weldable clamps) (02)
Double seal design available for offshore service clamp (OF)
Teflon ® coated studs and nuts (03)
Teflon® coated wet-parts and studs (04)

O p t i o n a l  f e a t u r e s ** a v a i l a b l e : RA-XXXX-XXXX-XX

H o w d o e s t h e T D W R e p a i r C l a m p w o r k ?

Outer heat shield allows for 
optional welding installation.

[  Boltable - Weldable - Versatile - TDW  ]

Outer heat shield allows for 
optional welding installation.

Standard hinge allows for easy installation for 
all clamps weighing more than 100 pounds.

02, 03, 04, 06, 08, 10, 12
example 2"= 02

Specify as  SE  when ordering 
replacement seals 

Buna-N (00)

Neoprene (01)

Viton® (02) 

ASME Class 400 (40)

ASME Class 600 (60)

5" (05)
5" standard up to 12"

8" (08)
8" standard 14" through 24"

14, 16, 18, 20, 22, 24

example 18"= 18

Part numbers for the TDW Repair Clamps (RA-XXXX-XXXX-XX) can be determined by following this pattern:

The above part number indicates a 2-inch, ASME Class 600 clamp with a seal length of 5-inches 
and Viton® seal material. This customer also chose to add an additional relief plug assembly.

RA-0260-0502-01

HEAT INSULATING CORD

XX
%

CARBON CONTENT STAMP

HINGE AND
ROD ASSEMBLY

SINGLE-PIECE SEAL

STIFFENER

SPECIFICATION PLATE

LIFTING LUGS
[ 8  AND  LARGER ]

HEAT INSULATING CORD

SINGLE-PIECE SEAL

HOLES FOR STUDS

HINGE AND
ROD ASSEMBLY

SPOT FACING

B*B

BOTTOM HALF

CHAMFERED

TOP HALF

RELIEF PLUG

STUDS & NUTS

A

RA-0260-0502-01

A. Pipe Size
B. Seal Length
C. Overall Length*

Special Seal Groove Design

(A)

(A) (B) (C)

(B)Groove lock-in seal design ensures 
pressure tight closure against the pipe.

Pipe Size
RA-XXXX-XXXX-XX

Dimensions 

API Pipe Size Seal Length Overall Length 

2" - 12"       
14" - 24"       

11" - 14"
14" - 20"

5" 
8"

Pressure Rating
RA-XXXX-XXXX-XX

Seal Length
RA-XXXX-XXXX-XX

Special lengths available

Optional Seal Materials
RA-XXXX-XXXX-XX

Denotes how sample part number was chosen.

** If more than one optional feature is required, please contact the factory for assistance.

Note: Special seal width up to 30" and overall length up to 40" also are available. 

* Overall length will vary. Consult your factory representative.


